


With female or male thread connections.
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As coupling and reducer coupling.
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The saddles are suitable for making additonal branches  
in water-carrying PE pipes.

Page 13

Product range

As 90° elbow, two sides clamping, or as elbow with male or  
female thread outlet.
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And various special solutions:

As compression flange adaptor with flange.

As compression fitting with wall attachment and female  
thread connection, or as end cap.
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Replacement parts for our plastic compression fittings are  
given on Page 10.

As T-piece, three sides clamping, outlet reduced, as well as  
T piece with female thread outlet or T-piece with male thread outlet.
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Compression fittings and saddles:

Our Gebo Plast plastic compression fittings are available in the following designs 
from 16 mm to 110 mm:
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Plastic compression fittings
Things to know

Tests:
	 Our compression fittings are tested according to DIN 8076 T3 for PE pipes according to 

DIN 8074 or EN 12201.

	 All parts coming in contact with drinking water comply with the KTW provisions.

Pressure stages:
At a temperature up to 25 °C, we accord approval to our compression fittings 16 – 63 mm for PN 16 and  
75 – 110 mm for PN 10.
The pressure stage changes in relation to temperature are given in the following table.

Materials:
	 Body:

Copolymer (PP-B), UV-proof

	 Pressure ring:
Polypropylene

	 Cone nut:
Polypropylene, UV-proof

	 Compression ring:
Polyacetal Resin (POM)

	 O-Ring:
NBR for different applications

	 Reinforcement ring:
Stainless steel, AISI 430, for internal threads of 1 1/4"–4"

Other testing bases:
	 DVGW VP 609

	 DVGW W 270

Thread and flange connections:
	 Flange adaptor conforming to DIN 2501-1, EN 1452-3

	 Connection threads conforming to ISO 7/1 or EN 10226-1 (formerly DIN 2999)

16–  63	 16	 12,5	 10
75–110	 10	   8	   6

Temperatures in °C	 0 to 25	 26 to 35	 36 to 45

Pressure stages in relation to temperature:

Fluid:
	 Drinking water
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Plastic compression fittings

Connection with female thread

16 x ½"	 13011601	 10
16 x ¾"	 13011602	 10
20 x ½"	 13012001	 10
20 x ¾"	 13012002	 10
25 x ½"	 13012501	 10
25 x ¾"	 13012502	 10
25 x 1"	 13012503	 10
32 x ¾"	 13013202	 10
32 x 1"	 13013203	 10
32 x 1¼"	 13013204	 10
40 x 1"	 13014003	   5
40 x 1 ¼"	 13014004	   5
40 x 1 ½"	 13014005	   5

Pipe outer diameter [ mm ]	 Item	 packing 
x threaded connection	 number	 unit	

  50 x 1 ¼"	 13015004	 5
  50 x 1 ½"	 13015005	 5
  50 x 2"	 13015006	 5
  63 x 1 ¼"	 13016304	 5
  63 x 1 ½"	 13016305	 5
  63 x 2"	 13016306	 5
  75 x 2"	 13017506	 1
  75 x 2 ½"	 13017507	 1
  90 x 2 ½"	 13019007	 1
  90 x 3"	 13019008	 1
110 x 3"	 130111008	 1
110 x 4"	 130111009	 1

Pipe outer diameter [ mm ]	 Item	 packing 
x threaded connection	 number	 unit	

Connection with male thread

16 x ½"	 13001601	 10
16 x ¾"	 13001602	 10
20 x ½"	 13002001	 10
20 x ¾"	 13002002	 10
25 x ½"	 13002501	 10
25 x ¾"	 13002502	 10
25 x 1"	 13002503	 10
32 x ¾"	 13003202	 10
32 x 1"	 13003203	 10
32 x 1 ¼"	 13003204	 10
40 x 1"	 13004003	   5
40 x 1 ¼"	 13004004	   5
40 x 1 ½"	 13004005	   5
50 x 1 ¼"	 13005004	   5

Pipe outer diameter [ mm ]	 Item	 packing 
x threaded connection	 number	 unit	

  50 x 1 ½"	 13005005	 5
  50 x 2"	 13005006	 5
  63 x 1 ½"	 13006305	 5
  63 x 2"	 13006306	 5
  75 x 2"	 13007506	 1
  75 x 2 ½"	 13007507	 1
  75 x 3"	 13007508	 1
  90 x 2"	 13009006	 1
  90 x 2 ½"	 13009007	 1
  90 x 3"	 13009008	 1
  90 x 4"	 13009009	 1
110 x 3"	 130011008	 1
110 x 4"	 130011009	 1

Pipe outer diameter [ mm ]	 Item	 packing 
x threaded connection	 number	 unit	
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Plastic compression fittings

Coupling

16 x 16	 130216	 10
20 x 20	 130220	 10
25 x 25	 130225	 10
32 x 32	 130232	 10
40 x 40	 130240	   5

Pipe outer	 Item	 packing 
diameter [ mm ]	 number	 unit	

  50 x 50	 130250	 5
  63 x 63	 130263	 5
  75 x 75	 130275	 1
  90 x 90	 130290	 1
110 x 110	 1302110	 1

Pipe outer	 Item	 packing 
diameter [ mm ]	 number	 unit	

Coupling, reduced

  63 x 40	 13066340	 5
  63 x 50	 13066350	 5
  75 x 50	 13067550	 1
  75 x 63	 13067563	 1
  90 x 63	 13069063	 1
  90 x 75	 13069075	 1
110 x 90	 130611090	 1

Pipe outer	 Item	 packing 
diameter [ mm ]	 number	 unit	

20 x 16	 13062016	 10
25 x 20	 13062520	 10
32 x 25	 13063225	 10
40 x 25	 13064025	   5
40 x 32	 13064032	   5
50 x 25	 13065025	   5
50 x 32	 13065032	   5
50 x 40	 13065040	   5

Pipe outer	 Item	 packing 
diameter [ mm ]	 number	 unit	
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Plastic compression fittings

T-piece, with clamping on three sides, outlet reduced (without figure)

25 x 20 x 25	 13122520	 10
32 x 25 x 32	 13123225	 10
40 x 32 x 40	 13124032	   5

Pipe outer	 Item	 packing 
diameter [ mm ]	 number	 unit	

50 x 40 x 50	 13125040	 5
63 x 50 x 63	 13126350	 5

Pipe outer	 Item	 packing 
diameter [ mm ]	 number	 unit	

T-piece, with clamping on three sides

  50 x   50 x   50	 131050	 5
  63 x   63 x   63	 131063	 5
  75 x   75 x   75	 131075	 1
  90 x   90 x   90	 131090	 1
110 x 110 x 110	 1310110	 1

Pipe outer	 Item	 packing 
diameter [ mm ]	 number	 unit	

16 x 16 x 16	 131016	 10
20 x 20 x 20	 131020	 10
25 x 25 x 25	 131025	 10
32 x 32 x 32	 131032	 10
40 x 40 x 40	 131040	   5

Pipe outer	 Item	 packing 
diameter [ mm ]	 number	 unit	

T-piece, outlet with male thread

16 x ½" x 16	 13111601	 10
16 x ¾" x 16	 13111602	 10
20 x ½" x 20	 13112001	 10
20 x ¾" x 20	 13112002	 10
25 x ½" x 25	 13112501	 10
25 x ¾" x 25	 13112502	 10
25 x 1" x 25	 13112503	 10
32 x ¾" x 32	 13113202	 10
32 x 1" x 32	 13113203	 10
40 x 1 ¼" x 40	 13114004	   5

Pipe outer diameter [ mm ]	 Item	 packing 
x threaded connection	 number	 unit	

  40 x 1 ½" x 40	 13114005	 5
  50 x 1 ½" x 50	 13115005	 5
  50 x 2" x 50	 13115006	 5
  63 x 2" x 63	 13116306	 5
  75 x 2 ½" x 75	 13117507	 1
  75 x 3" x 75	 13117508	 1
  90 x 3" x 90	 13119008	 1
  90 x 4" x 90	 13119009	 1
110 x 4" x 110	 131111009	 1

Pipe outer diameter [ mm ]	 Item	 packing 
x threaded connection	 number	 unit	
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Plastic compression fittings

T-piece, outlet with female thread

16 x ½" x 16	 13041601	 10
16 x ¾" x 16	 13041602	 10
20 x ½" x 20	 13042001	 10
20 x ¾" x 20	 13042002	 10
25 x ½" x 25	 13042501	 10
25 x ¾" x 25	 13042502	 10
25 x 1" x 25	 13042503	 10
32 x ¾" x 32	 13043202	 10
32 x 1" x 32	 13043203	 10
40 x 1" x 40	 13044003	   5
40 x 1 ¼" x 40	 13044004	   5
40 x 1 ½" x 40	 13044005	   5

Pipe outer diameter [ mm ]	 Item	 packing 
x threaded connection	 number	 unit	

50 x 1 ¼" x 50	 13045004	 5
  50 x 1 ½" x 50	 13045005	 5
  50 x 2" x 50	 13045006	 5
  63 x 1 ½" x 63	 13046305	 5
  63 x 2" x 63	 13046306	 5
  75 x 2" x 75	 13047506	 1
  75 x 2 ½" x 75	 13047507	 1
  75 x 3" x 75	 13047508	 1
  90 x 2 ½" x 90	 13049007	 1
  90 x 3" x 90	 13049008	 1
  90 x 4" x 90	 13049009	 1
110 x 4" x 110	 130411009	 1

Pipe outer diameter [ mm ]	 Item	 packing 
x threaded connection	 number	 unit	

Elbow 90 °, clamping on both sides

16 x 16 	 130816	 10
20 x 20 	 130820	 10
25 x 25 	 130825	 10
32 x 32 	 130832	 10
40 x 40 	 130840	   5

Pipe outer	 Item	 packing 
diameter [ mm ]	 number	 unit	

  50 x 50 	 130850	 5
  63 x 63 	 130863	 5
  75 x 75 	 130875	 1
  90 x 90 	 130890	 1
110 x 110 	 1308110	 1

Pipe outer	 Item	 packing 
diameter [ mm ]	 number	 unit	
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Plastic compression fittings

Elbow 90 °, one side with male thread

  40 x 1 ¼"	 13094004	 5
  50 x 1 ½"	 13095005	 5
  63 x 2"	 13096306	 5
  75 x 2 ½"	 13097507	 1
  75 x 3"	 13097508	 1
  90 x 3"	 13099008	 1
  90 x 4"	 13099009	 1
110 x 4"	 130911009	 1

Pipe outer	 Item	 packing 
diameter [ mm ]	 number	 unit	

16 x ½"	 13091601	 10
16 x ¾"	 13091602	 10
20 x ½"	 13092001	 10
20 x ¾"	 13092002	 10
25 x ½"	 13092501	 10
25 x ¾"	 13092502	 10
25 x 1"	 13092503	 10
32 x ¾"	 13093202	 10
32 x 1"	 13093203	 10

Pipe outer	 Item	 packing 
diameter [ mm ]	 number	 unit	

Elbow 90 °, one side with female thread

  40 x 1 ¼"	 13134004	 5
  50 x 1 ½"	 13135005	 5
  63 x 1 ½"	 13136305	 5
  63 x 2"	 13136306	 5
  75 x 2 ½"	 13137507	 1
  75 x 3"	 13137508	 1
  90 x 3"	 13139008	 1
  90 x 4"	 13139009	 1
110 x 4"	 131311009	 1

Pipe outer	 Item	 packing 
diameter [ mm ]	 number	 unit	

16 x ½"	 13131601	 10
16 x ¾"	 13131602	 10
20 x ½"	 13132001	 10
20 x ¾"	 13132002	 10
25 x ½"	 13132501	 10
25 x ¾"	 13132502	 10
25 x 1"	 13132503	 10
32 x ¾"	 13133202	 10
32 x 1"	 13133203	 10
40 x 1"	 13134003	   5

Pipe outer	 Item	 packing 
diameter [ mm ]	 number	 unit	
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Plastic compression fittings

Compressiong flange adaptor with flange

  75 x 3" (DN 80),   PN 10/16	 13627580	 1
  90 x 3" (DN 80),   PN 10/16	 13629080	 1
  90 x 4" (DN 100), PN 10/16	 136290100	 1
110 x 4" (DN 100), PN 10/16	 1362110100	 1

Nominal dimension [ mm ],	 Item	 packing 
Pressure stage		  number	 unit	

50 x 2"	 (DN 50),	 PN 10/16	 13625050	 1
63 x 2"	 (DN 50),	 PN 10/16	 13626350	 1
63 x 2 ½"	 (DN 65),	 PN 10/16	 13626365	 1
75 x 2 ½"	 (DN 65),	 PN 10/16	 13627565	 1

Nominal dimension [ mm ],	 Item	 packing 
Pressure stage		  number	 unit	

Plastic compression fitting with wall attachment

25 x ¾"	 13612502	 10

Pipe outer diameter [ mm ]	 Item	 packing 
x threaded connection	 number	 unit	

End cap

  50	 130750	 5
  63	 130763	 5
  75	 130775	 1
  90	 130790	 1
110	 1307110	 1

Pipe outer	 Item	 packing 
diameter [ mm ]	 number	 unit	

16	 130716	 10
20	 130720	 10
25	 130725	 10
32	 130732	 10
40	 130740	   5

Pipe outer	 Item	 packing 
diameter [ mm ]	 number	 unit	
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Accessories

Cone nut
  16	 134316		  1
  20	 134320		  1
  25	 134325		  1
  32	 134332		  1
  40	 134340		  1
  50	 134350		  1
  63	 134363		  1
  75	 134375		  1
  90	 134390		  1
110	 1343110		  1

			   packing
Dimension [ mm ]	 Item number		  unit	

O-Ring
  16	 134716		  1
  20	 134720		  1
  25	 134725		  1
  32	 134732		  1
  40	 134740		  1
  50	 134750		  1
  63	 134763		  1
  75	 134775		  1
  90	 134790		  1
110	 1347110		  1

			   packing
Dimension [ mm ]	 Item number		  unit	

Pressure ring
  16	 137016		  1
  20	 137020		  1
  25	 137025		  1
  32	 137032		  1
  40	 137040		  1
  50	 137050		  1
  63	 137063		  1
  75	 137075		  1
  90	 137090		  1
110	 1370110		  1

			   packing
Dimension [ mm ]	 Item number		  unit	

Assembly belt
25 –   63	 13272563		  1
25 – 110	 132725110		  1

			   packing
Dimension [ mm ]	 Item number		  unit	

Compression ring
  16	 134416		  1
  20	 134420		  1
  25	 134425		  1
  32	 134432		  1
  40	 134440		  1
  50	 134450		  1
  63	 134463		  1
  75	 134475		  1
  90	 134490		  1
110	 1344110		  1

			   packing
Dimension [ mm ]	 Item number		  unit	
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Assembly instructions 
Plastic compression fittings

Assembly instructions 16 – 63 mm

Assembly steps:
1.	 Cut off the pipe in the right corner and chamfer it. ( Illustration 1).

2.	 Grease the pipe or the O ring to make the assembly easier. On no account use oily fat but rather a lubricant suitable for 
drinking water.

3.	 Loosen the cone nut with 3–4 rotations of the screw, but don’t loosen the cone nut right off! ( Illustration 2). 

4.	 Mark the insertion depth on the pipe (Illustration 3). 

5.	 Push the pipe in up to the arrester in the screw connection. Make sure that the pipe is inserted over the sealing element 
(Illustration 4).

6.	 Screw the cone nut tight by hand (Illustration 5).

7.	 Now screw the cone nut tight using the assembly belt ( Illustration 6).

Assembly instructions 75 – 110 mm

Assembly steps:
1.	 Cut off the pipe in the right corner and remove burrs. ( Illustration 1).

2.	 Grease the pipe or the O ring to make the assembly easier. On no account use oily fat but rather a water-based lubricant.

3.	 Loosen the cone nut with 3–4 rotations of the screw, but don’t loosen the cone nut right off!

4.	 Reach into the screw connection and pull the O ring and the pressure ring forwards as far as possible (Illustration 2), so that 
the pipe can be inserted without resistance.

5.	 Push the pipe in up to the arrester in the screw connection. Make sure that the pipe is inserted over the sealing element.

6.	 Screw the cone nut tight by hand.

7.	 Now screw the cone nut tight using the assembly belt ( Illustration 3).
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Saddles
Things to know

It is possible to install additional branches in water-carrying PE pipe line systems by using our saddles (pipes 
conforming to DIN 8074 or EN 12201).

Materials:	
	 Top and bottom shells: 

Polypropylene copolymer (PP-B), UV-proof

	 Seal: 
NBR

	 Reinforcement ring: 
Stainless steel, AISI 430

Tests:
All the parts coming in contact with drinking water comply with the KTW requirements.

Pressure stages:
The saddles can be used for pressure stages from PN 16 to PN 6 at a temperature up to 25 °C. The pressure stages 
depend on the dimensions and the threaded connections, so for each individual item, the relevant pressure stage is 
indicated.
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Saddles

Saddles with two attachment screws and reinforcement ring

40 x ½"	 13214001	 PN 16	 1
40 x ¾"	 13214002	 PN 16	 1
40 x 1"	 13214003	 PN 16	 1
50 x ½"	 13215001	 PN 16	 1
50 x ¾"	 13215002	 PN 16	 1
50 x 1"	 13215003	 PN 16	 1

Pipe outer diameter [ mm ]	 Item	 Pressure	 packing 
x threaded connection	 number	 stage	 unit	

20 x ½"	 13212001	 PN 16	 1
25 x ½"	 13212501	 PN 16	 1
25 x ¾"	 13212502	 PN 16	 1
32 x ½"	 13213201	 PN 16	 1
32 x ¾"	 13213202	 PN 16	 1
32 x 1"	 13213203	 PN 16	 1

Pipe outer diameter [ mm ]	 Item	 Pressure	 packing 
x threaded connection	 number	 stage	 unit	

Saddles with four attachment screws and reinforcement ring

  90 x 1"	 13239003	 PN 16	 1
  90 x 1 ¼"	 13239004	 PN 16	 1
  90 x 1 ½"	 13239005	 PN 10	 1
  90 x 2"	 13239006	 PN 10	 1
110 x ½"	 132311001	 PN 16	 1
110 x ¾"	 132311002	 PN 16	 1
110 x 1"	 132311003	 PN 16	 1
110 x 1 ¼"	 132311004	 PN 16	 1
110 x 1 ½"	 132311005	 PN 10	 1
110 x 2"	 132311006	 PN 10	 1
110 x 2 ½"	 132311007	 PN 6	 1
110 x 3"	 132311008	 PN 6	 1

Pipe outer diameter [ mm ]	 Item	 Pressure	 packing 
x threaded connection	 number	 stage	 unit	

63 x ½"	 13236301	 PN 16	 1
63 x ¾"	 13236302	 PN 16	 1
63 x 1"	 13236303	 PN 16	 1
63 x 1 ¼"	 13236304	 PN 16	 1
63 x 1 ½"	 13236305	 PN 10	 1
75 x ½"	 13237501	 PN 16	 1
75 x ¾"	 13237502	 PN 16	 1
75 x 1"	 13237503	 PN 16	 1
75 x 1 ¼"	 13237504	 PN 16	 1
75 x 1 ½"	 13237505	 PN 10	 1
75 x 2"	 13237506	 PN 10	 1
90 x ½"	 13239001	 PN 16	 1
90 x ¾"	 13239002	 PN 16	 1

Pipe outer diameter [ mm ]	 Item	 Pressure	 packing 
x threaded connection	 number	 stage	 unit	
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Assembly instruction Saddles

Assembly instruction for saddles with threaded outlet

Assembly steps:
1.	 Define the outlet and make sure that the surface of the pipe is free of impurities or damages on surfaces or marks.

2.	 Place the bottom shell of the saddle.

3.	 Insert the sealing into its place and put the top shell of the saddle in the right position. Join it with the bottom shell.

4.	 Ensure that both shells of the saddle will be fixed on block.

5.	 Insert the screws (the bottom shell of the saddle has a seat for the head of the screws). Crosstight nuts and screws.

6.	 Drill the hole without damaging the outlet thread or the seal. 
Use a spacer to prevent pipe damaging on the opposite side.

We recommend to use keyhole saws for drilling to minimize the risk of damaging thread or seal and moreover to reduce the 
deposit of material inside the pipe.
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Certification
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